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Q Fe derica Centro di Ateneo per l'Innovazione,

la Sperimentazione e la Diffusione
della Didattica Multimediale

Universita di Napoli Federico Il

Decreto n. 42 del 02/03/2021

Oggetto:

VISTA
VISTO

VISTO

VISTO

VISTO

VISTO

VISTE

VISTO

Determina per I’affidamento diretto della fornitura di n. 1000 mascherine di protezione
modello FFP2 per ’emergenza Covid-19 ai sensi dell’art. 36, comma 2, lettera a) del
D.Lgs. 50/2016, per un importo contrattuale pari a € 500,00 oltre IVA di legge.

CIG: Z3E30D5688

IL DIRETTORE
la Legge n. 241 del 7 agosto 1990 e s.m.i.;
il vigente Statuto dell’ Ateneo;

il Regolamento di Ateneo per I’ Amministrazione, la Finanza e la Contabilita, emanato con D.R. n. 2138
del 16 /06/2015 e ss.mm.ii;

il Codice dei Contratti Pubblici, emanato con D.Igs. n. 50 del 18 aprile 2016, da ultimo modificato con
legge n. 55/2019;

in particolare, 1’art. 36, comma 2, lettera a) del citato decreto, il quale prevede che «Fermo restando
quanto previsto dagli articoli 37 e 38 e salva la possibilita di ricorrere alle procedure ordinarie, le
stazioni appaltanti procedono all'affidamento di lavori, servizi e forniture di importo inferiore alle soglie
di cui all'articolo 35, secondo le seguenti modalita: a) per affidamenti di importo inferiore a 40.000 euro,
mediante affidamento diretto, anche senza previa consultazione di due o piu operatori economici .. [...]»;

I’art. 36, comma 7 del D.Lgs. 50/2016, il quale prevede che «Con il regolamento di cui all’articolo 216,
comma 27-octies, sono stabilite le modalita relative alle procedure di cui al presente articolo, alle
indagini di mercato, nonché per la formazione e gestione degli elenchi degli operatori economici. Nel
predetto regolamento sono anche indicate specifiche modalita di rotazione degli inviti e degli affidamenti
e di attuazione delle verifiche sull affidatario scelto senza svolgimento di procedura negoziata. Fino alla
data di entrata in vigore del regolamento di cui all’articolo 216, comma 27-octies, si applica la
disposizione transitoria ivi previstay;

le Linee Guida ANAC n. 4, aggiornate al Decreto Legislativo 19 aprile 2017, n. 56 con delibera del
Consiglio n. 206 del 1 marzo 2018, recanti «Procedure per l’affidamento dei contratti pubblici di importo
inferiore alle soglie di rilevanza comunitaria, indagini di mercato e formazione e gestione degli elenchi
di operatori economici», le quali hanno, tra 1’altro, previsto che, ai fini della scelta dell’affidatario in via
diretta, «[...] la stazione appaltante puo ricorrere alla comparazione dei listini di mercato, di offerte
precedenti per commesse identiche o analoghe o all’analisi dei prezzi praticati ad altre amministrazioni.
In ogni caso, il confronto dei preventivi di spesa forniti da due o piu operatori economici rappresenta
una best practice anche alla luce del principio di concorrenza;

P’art. 1, comma 449 della L. 296 del 2006, come modificato dall’art. 1, comma 495, L. n. 208 del 2015,
che prevede che le istituzioni universitarie — tra gli altri - sono tenute ad approvvigionarsi utilizzando le
Convenzioni stipulate da Consip S.p.A., previste dall’art. 26 della legge 488/2000 e s. .m.i.;
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VISTO I’art. 1 comma 450 della legge n. 296/2006, come modificato dall’articolo 1 comma 130 della legge
145/2018, che stabilisce che le Universita — tra gli altri — sono tenute a fare ricorso al mercato elettronico
della pubblica amministrazione [Me.PA.] per gli acquisti di beni e servizi di importo pari o superiore a
5.000 euro, ed al di sotto della soglia di rilievo comunitario;

CONSIDERATO che tra i principi per l'aggiudicazione del servizio, in considerazione del limitato importo, risultano
di particolare rilevanza quelli di semplificazione, efficienza e proporzionalita che di fatto si concretizzano
per mezzo della valutazione economica dell'entita della fornitura nonché dell'adeguatezza ed idoneita
dell'azione rispetto alle finalita e all'importo dell'affidamento;

RICHIAMATO, I'art. 36 del D.Lgs. n. 50 del 19/04/2016, rubricato "contratti sotto soglia" ed in particolare il comma
2, lett. a), come modificato, da ultimo, dal D.L. n. 56/2017, il quale prevede che i contratti di servizi e
forniture, di importo inferiore a 40.000,00 euro, possano essere aggiudicati mediante affidamento diretto
anche senza previa consultazione di due o piu operatori economici;

CONSIDERATA [’attuale situazione emergenziale determinata dalla pandemia da Covid-19;

VISTO il Protocollo condiviso di regolamentazione delle misure per il contrasto e il contenimento della diffusione
del virus Covid-19, Sottoscritto il 14 marzo dalle organizzazioni sindacali e datoriali su invito del
Presidente del Consiglio, e dei Ministri dell’Economia, del Lavoro, dello Sviluppo economico e della
Salute;

TENUTO CONTO che a questo Centro afferiscono diverse unita di personale a vario titolo ed, in particolare, che la
realizzazione delle riprese video, sia esterne che interne alla sede, per i corsi MOOC di federica.eu
comporta la partecipazione ai set di ripresa, oltre che delle figure professionali preposte, anche degli
autori/docenti coinvolti e dei propri collaboratori;

DATO ATTO, quindi, che questo Centro ha necessita di provvedere, nel piu breve tempo possibile,
all’approvvigionamento dei dispositivi di sicurezza individuali ovvero di mascherine di protezione del
tipo FFP2 per il personale afferente ai locali del Centro ed ai set video sia esterni che interni alla sede;

CONSIDERATO che I’affidamento in oggetto ¢ finalizzato a tutelare la salute e il benessere sui luoghi di lavoro ai
sensi della normativa vigente in materia di cui al D.Lgs. 81/08 e delle disposizioni vigenti per il contrasto

e il contenimento della diffusione del virus COVID 19 negli ambienti di lavoro;

DATO ATTO della non esistenza di Convenzioni Consip attive in merito a tale merceologia;
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TENUTO CONTO che ¢ stata individuata la ditta Dress & Company s.r.l., con sede legale in Terzigno (NA) alla via
Avini — P.co De Martino n. 82-84 , C.F./P.IVA 0543393121, in grado di offrire in tempi celeri e sicuri i
dispositivi alle esigenze sopra descritte ed a cui ¢ stato richiesto, tramite email, apposito preventivo;

ACQUISITO il preventivo della ditta Dress & Company s.r.l. (PG/2021/18273 del 23/02/2021) per un importo
complessivo pari ad € 500,00 oltre IVA al 5% come da Decreto Rilancio n. 34/2020 (All. 1);
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TENUTO CONTO che le prestazioni offerte dall’operatore economico di cui sopra rispondono ai fabbisogni del
Centro, in quanto i beni offerti sono idonei all’interesse pubblico che questo Atenco deve soddisfare e,
che il fornitore offre ad un prezzo congruo e ragionevole;

TENUTO CONTO del fatto che, trattandosi di affidamento ex art. 36, comma 2, lett. a) del Codice, in virtu di quanto
previsto dall’ultimo comma dell’art. 103 del D.Lgs. 50/2016, I’Amministrazione non ha richiesto
all’Operatore la presentazione di una garanzia definitiva ai sensi dell’art. 103 del D.Lgs. 50/2016, in
considerazione della disponibilita e pronta consegna dei beni da parte dell’Operatore Dress & Company
s.r.l., nonché al fine di garantire la massima celerita della procedura;

RITENUTO, pertanto, di procedere all’affidamento alla ditta Dress & Company s.r.l., con sede legale in Terzigno
(NA) alla via Avini — P.co De Martino n. 82-84 , C.F./P.IVA 0543393121 della fornitura dei dispositivi di
sicurezza individuali di cui all’offerta PG/2020/18273 per 1’importo complessivo di euro 500,00 oltre
IVA di legge;

CONSIDERATO, quindi, che il costo complessivo della fornitura in oggetto a carico di questo Centro ammonta ad
euro 500 IVA di legge;

VISTA [I’acquisizione tramite la piattaforma informatica dell’ ANAC dello SmartCIG: Z3E30D5688 per 1’affidamento
in questione;

ACQUISITE dall’operatore DRESS & Company s.r.l la dichiarazione resa ai sensi degli artt. 46 e 47 del D.P.R. N.
445/00 sulla insussistenza a proprio carico delle cause di esclusione ex art. 80 del d.lgs. n. 50/2016
nonché la dichiarazione sulla tracciabilita dei flussi finanziari ex art. 3 della 1. n. 136/2010;

VERIFICATA la inesistenza di annotazioni a carico del suddetto operatore economico;

VISTI gli esiti positivi delle verifiche eseguite sulla piattaforma DURC ON LINE in ordine alla regolarita
contributiva e previdenziale prot. INPS 23887131 con scadenza al 18/03/2021;

CONSIDERATO altresi che il pagamento della prestazione verra effettuato previa verifica dell'esatto adempimento
della prestazione;

ACCERTATA la disponibilita finanziaria sul Progetto040550 BUGETE_ECONOMICO_FUNZIONAMENTO 2020,
sul conto CA.04.41.04.06.07 “Altre spese per servizi”;

DETERMINA
Per le motivazioni espresse in premessa e in ossequio ai principi di cui all’art. 30 e dell’art. 36, co. 2, lett. a), del D.Lgs.
n. 50/2016 e s.m.i.

e di approvare |’offerta inviata dalla societa ditta Dress & Company s.r.l., con sede legale in Terzigno (NA) alla
via Avini — P.co De Martino n. 82-84 , C.F./P.IVA 0543393121 — PG/2020/42740 — per un importo pari ad
euro 500,00 oltre Iva di legge;

e (i affidare la fornitura dei dispositivi di sicurezza individuali e degli articoli igienizzanti per far fronte all’
emergenza Covid-19 alla ditta Dress & Company s.1.l., con sede legale in Terzigno (NA) alla via Avini — P.co
De Martino n. 82-84 , C.F./P.IVA 0543393121 per un importo pari ad euro 500,00 oltre IVA di legge, alle
condizioni di cui alla loro offerta — SmartCIG: Z3E30D5688;
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e di stabilire che la relativa spesa pari ad euro 500,00 oltre iva di legge gravera sul Progetto
040550 BUGETE_ECONOMICO FUNZIONAMENTO 2020sul conto CA.04.41.04.06.07 “Altre spese per
servizi”;

e  di stabilire che si provvedera ad emettere apposito Buono D’Ordine tramite procedura U_GOV e si provvedera
alla liquidazione della spesa a seguito di presentazione dell’ Affidatario di regolare fattura elettronica e previa
verifica di regolarita contributiva tramite DURC;

e di dare mandato all’Unita organizzativa Responsabile del Procedimento di porre in essere tutti gli adempimenti
relativi agli obblighi di cui alla vigente normativa in materia di trasparenza e di prevenzione della corruzione,
connessi all’adozione del presente provvedimento.

Il Direttore
Prof. Mauro Calise
( firmato digitalmente
ai sensi degli artt. 20 e 21 del d.lgs. 82/2005)

Bilancio di Previsione annuale autorizzatorio — E.F. 2021 Cod. Struttura 040550
BUDGET ECONOMICO
Tipo scrittura
n Importo Codice Conto Descrizione Conto Cod.Progetto
Vincolo

040550 BUGETE_ECONOMICO FUNZIONAM
500,00 | CA.04.41.04.06.07 | Altre spese per servizi ENTO 2020

—_

Note:

Per I'attestazione della copertura
economico-finanziaria:

11 Direttore Tecnico:
f.to dott.ssa Claudia Russo

Per 1'attestazione della corretta
imputazione della spesa al progetto:

11 Responsabile scientifico del progetto
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23/2/2021 Posta :: Posta in Arrivo: Re:Richiesta Preventivo Fornitura Mascherine di Protezione FFP2

Data: Tue, 23 Feb 2021 14:15:43 +0100 [14:15:43 CET]

Da: export@dressecompanymed.it <export@dressecompanymed.it>

A: federicaweblearning@unina.it

Oggetto: Re:Richiesta Preventivo Fornitura Mascherine di Protezione FFP2

Parte(i): ¥ 2 catalogo_med.pdf 3 MB
'E 3 Modu_I| B-Teknik Rapor-Test Raporu.pdf 9 MB
[Hf 4 PHOTO-.jpg 145 KB

Salve,

in allegato trova:

1) Catalogo generale prodotti Covid;
2) Certificazione CE FFP2;

3) Foto della confezione singola.

Le mascherine sono confezionate singolarmente e in box da 25 unit.

Tutti i nostri prodotti sono altamente certificati € nel caso delle FFP2 le nostre sono prodotte in Turchia.

Il prezzo che posso farle € di 0.50 euro per singolo pezzo.

Per qualsiasi chiarimento sono a sua disposizione.

Saluti

Giuseppe Nocerino

w
2
i
=
5
2
=
<
3)
_&
- a
ga
x 2
a%
w3 Dress&Company Srl
3
%3
= @g Da : federicaweblearning@unina.it
ogs 7 g '.
3 oSoA : export@dressecompanymed.it
P 2gaCc !
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) ESEOggetto : Richiesta Preventivo Fornitura Mascherine di Protezione FFP2
LeE0
< §§§Spett.le Dress & Company s.r..,
@ =8 Zquesto Centro di Servizio dell'Universita degli Studi di Napoli
M g§ £Federico Il, per contrastare il contagio e la diffusione del virus
S = ECovid-19 tra il personale afferente alla sede del Centro, ha necessita
oo

=
[oN

i acquisire la fornitura di n. 1000 mascherine altamente protettive
=———c¢l tipo FFP2.

I..._i richiede, pertanto, Vs migliore offerta per la fornitura di cui sopra.
Mell'attesa di vs riscontro, si inviano distinti saluti.

; 7]
%ott.ssa Claudia RUSSO

Mesponsabile dei Processi Amm.tivi e Contabili.
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UNIVERSAL

CERTIFICATION

NB 2163

EU TYPE EXAMINATION CERTIFICATE
Certificate No: 2163-PPE-1899

Respiratory protective devices, filtering half masks to protect against particles manufactured for

BRBEN TEKSTIL SAN. VE TiC. A.S.
Sanayi Bolgesi 83207 Nolu Cadde No :2/10 Sehitkamil / Gaziantep TURKEY

by the following manufacturer

MATEKS TEKSTIL SAN. TIC. LTD. STi.
2. Organize San. Bolg. Celal Dogan Bulv. No :25 Baspmnar Sehitkamil / Gaziantep TURKEY

are tested and evaluated according to

EN 149:2001 + A1:2009 Respiratory Protective Devices -
Filtering Half Masks to Protect Against Particles -
Requirements, Testing, Marking

Based on the type examination conducted with the evaluation of test reports, technical file
according to Personal Protective Equipment Regulation (EU) 2016/425 Annex 5, it is approved
that the product meets the requirements of the regulation.

Product Definition
Single use particle filtering half mask for protection against solid and liquid aerosols, is a folding
type, 5 layered, without valve, ear straps and adjustable nose bar.

Brand Name: BRBEN
Model: BRIMSK-01
Classification: FFP2 NR
For more details, refer technical evaluation report provided to the manufacturer, dated
07.01.2021 and number 2163-KKD-1899.

Here by the manufacturer is allowed to use notified body number (2163) and can fix CE mark, as
shown below, on the Category III product models given above, with;

o ¢  Issuing an appropriate EU Declaration of Conformity according to Personal Protective

& 3 3 ‘ Equipment Regulation (EU) 2016/425 Annex 9.

PP e Ongoing successful performance in fulfilment of the requirements set out in Personal

o s Protective Equipment Regulation (EU) 2016/425 and harmonised standards, ensured

% i by assessments based on Annex 7 (Module C2) or Annex 8 (Module D) of the

g

@

=

iT

regulation.

This certificate is initially issued on 08/01/2021 and will be valid for 5 years, if there is no
change in the relevant harmonised standard affecting the essential health and safety

requirements.
c € /‘\ \\! ‘ﬂ { S i
j f .;‘."'W‘ ‘\
2163 \xﬁf) o \5&_,
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UNIVERSAL CERTIFICATION
Director

RGEARIAGTRATE

=
a
o
=]
&
w
7]
=)
o
4
=
z
w
[9)

Necip Fazil Bulvari Keyap Sitesi E2 Blok No:44/84 Yukar: Dudullu Umraniye - ISTANBUL - TURKEY  T:+90 216 455 80 80

UNIVERSALCERT.COM




UNIVERSAL

| CERTIFICATION

‘; TECHNICAL ASSESSMENT REPORT

REPORT DATE / NO: 07.01.2020 / 2163-KKD-1899

Applicant: BRBEN TEKSTIL SAN. VE TiC. A.S.
Address: Sanayi Bolgesi 83207 Nolu Cadde No :2/10 Sehitkamil / Gaziantep TURKEY

Manufacturer: MATEKS TEKSTIL SAN. TiC. LTD. STI.
Address: 2. Organize San. Bolg. Celal Dogan Bulv. No :25 Bagpinar Sehitkamil / Gaziantep TURKEY

Introduction

n This report is for the, given above, manufacturer prepared according to the test results obtained from Universal
[ Certification And Surveillance Services Trade Co., dated 13.12.2020 with Serial Id 12-2020-T0572 based on EN 149:
‘ 2001 + A1: 2009 standard and the technical file dated 15 November 2020 (Revision 00) provided by the manufacturer.

; The technical file of the manufacturer, and risk evaluation against the essential health safety requirements and the test

report evaluated for their relation with Essential Requirements of Personel Protective Equipment Regulation and found to
be appropriate.

This report is an annex and an integral part of the EU Type Examination Certificate No. 2163-PPE-1899 issued to the

manufacturer. The test results and issued certificate belongs only to the tested model. The technical report consists of a
total of 6 pages.

Product Description: Single use particle filtering half mask for protection against solid and liquid aerosols, is a folding
type, 5 layered, without valve, ear straps and adjustable nose bar.

Component and Materials:

Component Material Grade

& Outer Layer Non woven fabric 50 g/m
Filter Layer I Nano Line fabric 50 g/mi
Filter Layer II Melt-blown fabric 25 g/m
Filter Layer III Melt-blown fabric 25 g/m
Inner Layer Non woven fabric 17 g/m
Ear Strap Lyecra, Polyester 184 mm
Nose Bridge PVC 90 mm

Classification: FFP2 NR
Brand Name: BRBEN Model: BRIMSK-01

DPousoss o
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‘ ESSENTIAL HEALTH and SAFETY REQUIREMENTS GIVEN IN EUROPEAN UNION REGULATION EU 2016/425
“ CORRESPONDING RISKS FOR THE PRODUCT

‘ 1.1. Design principles
| 1.1.1. Ergonomics
i PPE must be so designed and manufactured that in the foreseeable conditions of use for which it is intended the user can perform the risk related activity
normally whilst enjoying appropriate protection of the highest prossible level.
‘; 1.1.2. Levels and classes of protection
1.1.2.1. Highest level of protection possible
" The optimum level of protection to be taken into account in the design is that beyond which the constraints by the wearing of the PPE would prevent its
effective use during the period of exposure to the risk or normal performance of the activity.
| 1.1.2.2. Classes of protection appropriate to different levels of risk
Where differing foreseeable conditions of use are such that several levels of the same risk can be distinguished, appropriate classes of protection must
be taken into account in the design of the PPE.
1.2. Innocuousness of PPE
1.2.1. Absence of risks and other inherent nuisance factors
PPE must be so designed and manufactured as to preclude risks and other nuisance factors under fore seeable conditions of use.

w 1.2.1.1. Suitable constituent materials
The materials of which the PPE is made, including any of their possible decomposition products, must not adversely affect the health or safety of users.

1.2.1.2. Satisfactory surface condition of all PPE parts in contact with the user

Any part of the PPE that is in contact or is liable to come into contact with the user when the PPE is worn must be free of rough surfaces, sharp edges,
sharp points and the like which could cause excessive irritation or injuries

1.2.1.3. Maximum permessible user impediment

Any inpediment caused by PPE to movements to be made, postures to be adopted and sensory perception must be minimized; nor must PPE cause
movements which endanger the user or other persons.

1.3 Comfort and effectiveness

1.3.1. Adaptation of PPE to user morphology

PPE must be designed and manufactured in such a way as to facilitate its correct positioning on the user and to remain in place for the foreseeable
period of use, bearing in mind ambient factors, the actions to be carried out and the postures to be adopted. For this purpose, it must be possible to adapt

the PPE to fit the morphology of the user by all appropriate means, such as adequate adjustment and attachment systems or the provision of an adequate
range of sizes.

1.3.2. Lightness and design strength

PPE must be as light as possible without prejudicing design strength and efficiency.

Apart from the specific additional requirements which they must satisfy in order to provide adequate protection against the risks in question (see 3), PPE
must be capable of withstanding the effects of ambient phenomena inherent under the foreseeable conditions of use

1.4. Information supplied by the manufacturer
The notes that must be drawn up by the former and supplied when PPE is placed on the market must contain all relevant information on:

a) In addition to the name and addressof the manufacturer and/or his authorized representative established in the Community

b) Storage, use, cleaning, maintenance, servicing and disinfection. cleaning, maintenance or disinfectant protection recommended by
manufacturers must have no adverse effect on PPE or users when applied in accordance with the relevant instructions;
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C) Performance as recorded during technical tests to check the levels or classes of protection provided by the PPE in guestion;
d) Suitable PPE accessories and the characteristics of appropriate spare parts;
€) The classes of protection appropriate to different levels of risk and the corresponding limits of use;
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f)  The obsolescence deadlineor period of obsolescence of PPEor certain of its components;

g) The type of packaging suitable for transport;

h) The significance of any markings(see 2.12)

1)  Where appropriate the references of the Directives applied inaccordance with Article5(6) (b);

J)  The name, address and identification number of the notified body involved in the design stage of the PPE
These notes, which must be precise and comprehensible, must be provided at least in the official language(s) of the member state of destination
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\ 2. ADDITIONAL REQUIREMENTS COMMON TO SEVERAL CLASSES OR TYPES OF PPE

‘ 2.1. PPE incorporating adjustment systems

L If PPE incorporates adjustment systems, the latter must be designed and manufactured so that, after adjustment, they do not become undone
‘ unintentionally in the foreseeable conditions of use.

\‘ 2.3. PPE for the face, eyes and respiratory system

’ Any restriction of the user's face, eyes, field of vision or respiratory system by the PPE shall be minimised.

The screens for those types of PPE must have a degree of optical neutrality that is compatible with the degree of precision and the duration of the
activities of the user.

If necessary, such PPE must be treated or provided with means to prevent misting-up.

' Models of PPE intended for users requiring sight correction must be compatible with the wearing of spectacles or contact lenses.
[ 2.4. PPE subject to ageing

If it is known that the design performance of new PPE may be significantly affected by ageing, the month and year of manufacture and/or, if possible,

the month and year of obsolescence must be indelibly and unambiguously marked on each item of PPE placed on the market and on its packaging.

If the manufacturer is unable to give an undertaking with regard to the useful life of the PPE. his instructions must provide all the information necessary
| to enable the purchaser or user to establish a reasonable obsolescence month and year, taking into account the quality level of the model and the
\ effective conditions of storage, use, cleaning, servicing and maintenance.

Where appreciable and rapid deterioration in PPE performance is likely to be caused by ageing resulting from the periodic use of a cleaning process
‘ recommended by the manufacturer, the latter must, if possible, affix a marking to each item of PPE placed on the market indicating the maximum

| number of cleaning operations that may be carried out before the equipment needs to be inspected or discarded. Where such a marking is not affixed, the
manufacturer must give that information in his instructions.

2.6. PPE for use in potentially explosive atmospheres

PPE intended for use in potentially explosive atmospheres must be designed and manufactured in such a way that it cannot be the source of an electric,
electrostatic or impact-induced arc or spark likely to cause an explosive mixture to ignite.

2.8. PPE for intervention in very dangerous situations

The instructions supplied by the manufacturer with PPE for intervention in very dangerous situations must include, in particular, data intended for
competent, trained persons who are qualified to interpret them and ensure their application by the user.

The instructions must also describe the procedure to be adopted in order to verify that PPE is correctly adjusted and functional when worn by the user.
Where PPE incorporates an alarm which is activated in the absence of the level of protection normally provided, the alarm must be designed and placed
so that it can be perceived by the user in the foreseeable conditions of use.

2.9. PPE incorporating components which can be adjusted or removed by the user
Where PPE incorporates components which can be attached, adjusted or removed by the user for replacement purposes, such components must be
designed and manufactured so that they can be easily attached, adjusted and removed without tools.

2.12. PPE bearing one or more identification or recognition marks directly or indirectly relating to health and safety

The identification or recognition marks directly or indirectly relating to health and safety affixed to these types or classes of must preferably take the
form of harmonized pictograms or ideograms and must rem ain perfectly legible throughout the foreseeableuseful life of the PPE. In addition, these
marks must be complete, precise and comprehensible so as to prevent any misinterpretation; in particular, where such marks incorporate words or
sentences, the latter must appear in the official language(s) of the Member State where the equipment is to be used.

If PPE (or a PPE component) is too small to allow al lor part of the necessary marking to be affixed, the relevant information must be mentioned on the
packing and in the manufacturer’s notes.

3. ADDITIONAL REQUIREMENTS SPECIFIC TO PARTICULAR RISKS
3.10.1. Respiratory protection

PPE intended for the protection of the respiratory system must make it possible to supply the user with breathable air when exposed to a polluted
atmosphere and/or an atmosphere having an inadequate oxygen concentration.

The breathable air supplied to the user by PPE must be obtained by appropriate means, for example after filtration of the polluted air through PPE or by
supply from an external unpolluted source.

The constituent materials and other components of those types of PPE must be chosen or designed and incorporated so as to ensure appropriate user
respiration and respiratory hygiene for the period of wear concerned under the foreseeable conditions of use.

The leak-tightness of the facepiece and the pressure drop on inspiration and, in the case of the filtering devices, purification capacity must keep
contaminant penetration from a polluted atmosphere low enough not to be prejudicial to the health or hygiene of the user.

The PPE must bear details of the specific characteristics of the equipment which, in conjunction with the instructions, enable a trained and qualified user
to employ the PPE correctly.

In the case of filtering equipment, the manufacturer's instructions must also indicate the time limit for the storage of new filters kept in their original
packaging.
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‘ Technical Assessment of EN 149: 2001 + A1: 2009 Standard and other Standards it refers to, Clauses Corresponding to the
(EU) 2016/425 Directive

Conforming to EN 149:2001 + A1:2009 Standard Requirements
| Classification: Particle Filtering Half Mask

“ Article The mask subject to evaluation based on the test results and technical file provided by the manufacturer is classified as;
| 5 Filtering Efficiency and Maximum Total Inward Leakage: Classified as FFP2
| Mask is classified for single shift use, NR
Artiole Packing: Particle filtering half masks are packaged to protect them from contamination before use and with cardboard boxes fo prevent
74 | mechanical damage. The packaging design and the product is considered to withstand the foreseeable conditions of use based on the visual
i | ) ) _inspection results given in the test report. Details given in Annex 9.1 of Technical File. B )
\ Material: Materials used in particle filtering half masks, according to the simulated wearing treatment and temperature conditioning results; It is
| | understood it withstands handling and wear over the period for which the particle filtering half mask is designed to be used, it suffered mechanical
| Ariiah failure of the facepiece or straps, any material from the filter media released by the air flow through the filter has not constitute a hazard or

75 nuisance for the wearer. The manufacturer declares that the materials used in manufacturing of the mask does not have an adverse affect to the
| health in Annex 7 of the Technical File.

Based on the test results, the masks did not collapse when subject to simulated wearing and temarature conditioning. No nuisance situation is
._reported during the practical performance tests by human subjects.

‘ Article Cleaning and Disinfection: Particle filtering half mask is not designed to be as re-usable. No cleaning or disinfection pfdcedure provided by the
7.6 manufacturer.

Practical Performance:
| The test report indicates that the human subjects did not face any difficulty in performing the excercises while they were weared by the sample
masks, in walking test or work simulation tests. The wearers did not report any failure by means of head harness / straps/ earloops comfort,

security of fastenings and field of vision. Also no imperfactions reported during total inward tests about the comfort, field of vision and fastening
Article issues.

7.7

Requirements in accordance with EN

Assessed Elements Positive Negative 149:2001 + A1-2009 and Result
| 2.Head harness comfort 2 0 Positive results are obtained from the test
[ 3.Security of fastenings 2 0 subjects
| | 5.Field of vision 2 0 No imperfections
| Conditioning: (A.R.) As Received, original
Article Finish of Parts: Particle filtering half masks, which are likely to come into contact with the user, do not have sharp edges and do not contain

7.8 burrs.
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g g Total Inward Leakage:
g E | The Total Inward Leakage test is conducted by 10 individual in an aerosol chamber with a walking band, and samples are taken during the
E i | conduction of the excercises defined in the standard. The samples used in the test are subjected to the conditioning required in the standard as
= ﬁ temperature conditioning and as received. The face dimensions of the subjects are also reported. The measurement details for each subject and for
o= - each excersize are available in the test report.
g < Article |
< 7.9.1
Zhe | Itwas reported that:
&) @ g All 50 exercise measurement results are smaller or equal to 11%, the values varies between 1,00% and 2,08%.
8ok o All 10 individual’s arithmetic mean is smaller or equal to 8%, the values varies between 1,51% and 1,76%.
DUy
FZg
. E : 2 According to the reported results, the product meets the limits for FFP2 classification.
J=-8=> |
(La 8 S | Penetration of filter material: Sodium Chloride Testing
N
aNS?® . : :
<28z 457 Sodium Chloride Testing Requirements in accordance with
SEES Sondttion Hpset 95 L/min max (%) EN 149:2001 + A1:2009 Result
0L Sample
2545 (AR) 36 0.454
w = 3 3
>E g (2'{;') ;; 821:3;; FFP1 <20 % Filtering half masks fulfill the
% & T ((S W% 1 0.476 =0 requirements of the standard
°l Article S-W' > 0’4()8 FFP2 <6 % 'EN !49:200} + A1:2009
792 | (5. W) = . o= given in 7.9.2 in range of the
o (5.W.) 3 0,471 N FFP1, FFP2 and FFP3
‘ (M.S.T.C.) 10 0478 FFP3 <1 % Classes:
M.S.T.C.) 11 0.483
(M.S.T.C.) 12 0477 _
Conditioning: (M.S.) Mechanical Strength 95 L/min = 1,6 dm®.sn™!
| (T.C.) Temperature Conditioning
(AR As Received, original CER?I;:/
(S.W.) Simulated wearing treatment ?,\f C‘q)
s -
7 ©
2163
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Penetration of filter material: Paraffin Oil Testing

o2 Paraffin Oil Testing Requirements in accordance
G : :
e Nosof 95 L/minmax (%) | with EN 149:2001 + A1:2009 iy
Sample
(AR) 39 0,653
(AR) 40 0,676
(AR 41 0.496 FFP1 <20 % Filtering half masks fulfill the
Article (S.W)) 4 0.503 - requirements of the standard
792 (W) 3 0.498 FFP2 <6 % EN 149:2001 + A1:2009
(S.W)) 6 0,501 - given in 7.9.2 in range of the
(MS.T.C) 13 0.524 FFP3 <1% L o and KEES
(M.S.T.C) 14 0,533 :
(M.S. T.C.) 15 0,528
Conditioning: (M.S.) Mechanical Strength
(T.C.) Temperature Conditioning
(A.R.) As Received, original
- _(8.W.) Simulated wearing treatment R . o
Article Compatibility with skin: In Practical Performance report, the likelihood of mask materials in contact with the skin causing irritation or other
7.10 adverse effect on health was not reported.
' | Flammability:
e No. of . ! : Requirements in accordance with EN
Condition Sample Visual inspection 149:2001 + A1-2009 Result
” (AR) 45 ) Burn for 0.0s Filtering half mask Passed
Article (AR) 46 Burn for 0.0s shall not burn or not
7.11 (T.C.) 21 Burn for 0.0s continue to burn for Filtering half masks fulfill
more than 5 s after requirements of the
o
(T.C) 22 Burn for 0.1s removal from the flame standard
Conditioning: (A.R.) As Received, original
(T.C.) Temperature Conditioning
Carbon dioxide content of the inhalation air:
An average
Condition No. of CO: content of the inhalation air | CO: content of| Requirements in accordance with Result
. Sample [%] by volume the inhalation EN 149:2001 + A1:2009
Article ai
ir
7.12 (AR) 26 0,56 Passed
(AR.) 27 0,58 CO: content of the inhalation air
0,61 0,58 [%] shall not exceed an average of Filtering half masks
(A.R) 28 1,0% by volume fulfil requirements of]
the standard
Conditioning: (A.R.) As Received, original )
Article Head harness: In Practical Performance and TIL test reports no adverse effects have been reported for donning and remove of the mask also the
7.13 results of these tests indicates that the ear loops / head harness are capable of holding the mask firmly enough.
?IZ;CIE Field of vision: In Practical Performance report, no adverse effects were reported for the field of vision availability when the mask is weared.
Article Exhalation anvg(s): A
715 The model under inspection have no valves.
E Passed. )
Breathing Resistance: Inhalation
The overall evaluation in the figures gathered for 9 different samples 3 as received, 3 with temparature conditioning and 3 simulated wearing
Article treatment conditioned complies with the limits given in the standard for FFP1, FFP2 and FFP3 classes. This is valid for inhalation results for 30
7.16 L/min, 95 L/min and exhalation at 160 L/min.
Passed.
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Clogging: This test is not applied to Particle Filtering Half Mask which is not reusable.

(For single shift use devices, the clogging test is optional test. For re-usable devices test is mandatory.)

| Demountable Parts: There are no demountable parts on the product.

Testing: All tests conducted according to Clause 8 of this standard is available in the test report and are evaluated in this report for qualification
and classification of the mask.

Article
9

| Article
| 10

Marking — Packaging: Necessary markings are available on the product package (box). The name and trademark of the manufacturer is clearly
visible. The type of the mask and the classification including the status of re-usability, the reference to EN 149:2001+A1:2009 standard, the year
of end of shelf life, using and storage instructions and pictograms and CE mark are available on the product package. The above evaluation is
based on the technical document for packaging and markin g, for box design. Verified Annex 9.1 on the technical file.

The technical documentation for mask design (drawing) also evaluated for marking requirements, drawing BRIMSK-01 The mask marking
indicates that the mask will carry information about the brandname (BRBEN) of the manufacturer, type of mask, the reference to EN
149:2001+A1:2009 standard and classification including the re-usability of the mask. The manufacturer also printed CE mark with our Notified
Body number. The mask do not have sub-assemblies. The tested samples by the laboratory not carry necessary marking information as stated in
the technical documentation, the manufacturer shall also follow marking instruction in the technical file for serial production. Model
BRIMSK-01 drawing exists in the technical file Annex 6 of the manufacturer,

Information to be supplied by the manufacturer: In each of the smallest commercially available packaging of the product, implementation
(installation instructions) pre-use controls, warning and usage limitations, storage and meanings of symbols / pictograms are defined. User
instruction document in the technical file found to be appropriate Annex 8 ,The manufacturer shall include this documented user information text
in every smallest commertially available package.
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UNIVERSAL CERTIFICATION and SURVEILLANCE SERVICES TRADE CO.
Necip Fazil Bulvari Keyap Sitesi E2 Blok No:44/84 Yukari Dudullu Umraniye, Istanbul / TURKEY

TEST REPORT

Report Date: 13.12.2020
Report Number: 12-2020-T0572

CLIENT and SAMPLE INFORMATION

TEST OWNER BRBEN TEKSTIL SAN. VE TIC. A.S.
ADDRESS Sanayi Bolgesi 83207 Nolu Cadde No :2/10 Sehitkamil / Gaziantep
MANUFACTURER MATEKS TEKSTIL SAN. TiC. LTD. STi.

| MANUFACTURER ADDRESS | 2. Organize San. Bolg. Celal Dogan Bulv. No :25 Bagpiar Sehitkamil / Gaziantep
SAMPLE DESCRIPTION Folding type protective mask

BRAND NAME — MODEL

BRIMSK-01

' TESTING STANDARD

EN 149+A1:2009

CONDITIONING SAMPLE NO

L

CASE NUMBER CE-PPE-3745
SAMPLE RECEIVE DATE 23.11.2020 | TESTING STARTDATE | 23.112020
DISINFECTION INSTRUCTION | (/o0 conly
If applicable
NUMBER OF SAMPLES 50 | SAMPLE IDs: | 1-46
AS RECEIVED SAMPLENO | 26-46
tsrg:t‘::lf;f WeALNE 1-2-3-4-5-6-7-8-9 (As Received)

10-11-12-13-14-15 (Sample after test of Mechanical

Temperature conditioning | Strength)

16-17-18-19-20-21-22-23-24-25 (As Received)

Mechanical strength 10-11-12-13-14-15 (As Received)

The results given in this test report belongs to the samples tested. The report content cannot be recreated partially without the
written consent of UNIVERSAL CERTIFICATION.

P ENH’,?R'SHL

TG A ™ "b‘" i'\-' A
Tathisu Mah. Arif Ay Sk. No:16/3 i i
Alemdag V.D.: 832 0878452
Mersis No: 0892061845200001
Suat KACMAZ
Director
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1. REPORT SUMMARY

TEST
STANDARD TEST NAME RESULT EVALUATION
EN 149:2001 +
A1:2009 clause 8.5 Total Inward Leakage Testing Pass FFP3

EN 149:2001 +
A1:2009 clause 8.11 Penetration of Filter Material Pass FFP3
L EN 13274-7:2019
EN 149:2001 +

A1:2009 clause 8.6 Flammability Testing Pass See results
EN 13274-4:2001
\ EN 149:2001 +

;‘ EN 13274-1:2001
|
|

Carbon Dioxide Content of The Inhalation

i A1:2009 clause 8.7 Air Testing Pass See results
| EN 13274-6:2001
EN 149:2001 + Breathing Inhalation Resistance-30 I/min Pass See results
A1:2009 clause 8.9
EN 13274-3:2001 Breathing Inhalation Resistance-95 I/min Pass See results
EN 149:2001 + '
A1:2009 clause 8.9 Exhalation Resistance, flow rate 160 I/min Pass See results

EN 13274-3:2001
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w \ 7.4 PACKAGING (EN 149:2001 + A1:2009 clause 8.2)
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2. TEST RESULTS and EVALUATION

—

|

Test Method: Clause 8.2-Visual inspection

against mechanical damage and contamination
before use.

REQUIREMENT RESULTS COMMENT
Particle filtering half masks shall be offered for sale The masks were packaged in sealed plastic bags, in larger
packaged in such a way that they are protected Pass plastic bags inside a large cardboard box that gave some

protection against mechanical damage or contamination
before use

Lab A

=1

|
; ‘
|

7.5 MATERIAL (EN 149:2001 + A1:2009 clause 8.2, 8.3.1, 8.3.2)

Test Method: Clause 8.2-Visual inspection
Clause 8.3.1-Simulated wearing treatment

A breathing machine is adjusted to 25 cycles/min and 2,0 I/stroke. The particle filtering half mask was mounted on a

Sheffield dummy head.

For testing, a saturator is incorporated in the exhalation line between the breathing machine and the dummy head, the
saturator being set at a temperature in excess of 37 °C to allow for the cooling of the air before it reaches the mouth of

the dummy head.

The air has been saturated at (37 + 2) °C at the mouth of the dummy head

Clause 8.3.2-Temperature conditioning

The ambient temperature for testing has been between 16 °C and 32 °C and the temperature limits has been subject to

an accuracy of £1 °C.
a) for 24 h to a dry atmosphere of (70  3) °C;

b) for 24 h to a temperature of (-30 + 3) °C; and allow to return to room temperature for at least 4 h between exposures
and prior to subsequent testing. The conditioning has been carried out in a manner which ensures that no thermal shock

occurs.

CENTRO DI SERVIZIO DI ATENEO FEDERICA WEBLEARNING - DIDATTICA MULTIMEDIALE

UNIVERSITA DEGLI STUDI DI NAPOLI FEDERICO II

Firmatari: CALISE MAURO
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REQUIREMENT RESULTS COMMENT

Materials used shall be suitable to withstand The materials used were able to withstand handling and

handling and wear over the period for which the Pass wear during the limited laboratory testing carried out.

particle filtering half mask is designed to be used.

Any material from the filter media released by the air [t was not constitute a hazard or nuisance for the wearer.

flow through the filter shall not constitute a hazard or Pass

nuisance for the wearer.

After undergoing the conditioning described in 8.3.1 None of the specimens conditioned suffered mechanical

none of the particle filtering half masks shall have Pass failure.

suffered mechanical failure of the facepiece or straps.

When conditioned in accordance with 8.3.1 and 8.3.2 P None of the specimens had not collapse after

the particle filtering half mask shall not collapse. ) conditioning.

Lab B
Alah. Arif Ay Sk. No:16/3 Umra UL
Alemdag v.D.: 882 08
Meregis No: 0892061845
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7.6 CLEANING AND DISINFECTING (EN 149:2001 + A1:2009 clause 8.4,85,8.11)

I
|

ST
UNIVERSAL

CERTIFICATION

Test Method: Described in Clause 8.4, 8.5 and 8.11

REQUIREMENT

RESULTS CO

MMENT

If the particle filtering half mask is designed to be re-usable, the
materials used shall withstand the cleaning and disinfecting agents
and procedures to be specified by the manufacturer.
With reference to 7.9.2, after cleaning and disinfecting the re-
usable particle filtering half mask shall satisfy the penetration
requirement of the relevant class.

N/A

disposable mask.

This article is not applicable for tested
protective mask which is single use

7.7 PRACTICAL PERFORMANCE (EN 149:2001 + A1:2009 clause 8.4)

L]

Test Method: Described in Clause 8.4

REQUIREMENT

RESULTS

COMMENT

The particle filtering half mask shall undergo practical performance tests
under realistic conditions. These general tests serve the purpose of checking
the equipment for imperfections that can not be determined by the tests
described elsewhere in this standard.

Two as received mask samples are used by two subject for the walking (10
mins walking with a speed of 6km/h) and work simulation (bended walking,
crawling and basket filling exercises) tests.

No imperfections

Detail refer to Annex I

Annex I-Test Result:
Number of sample: 29 (A.R). 30 (A.R)

! ; Assessment of Test
Positive Negative Requ1rements~ l}T Result
Assessed elements Aisasstrent Assessivient acc?xdance w1.t EN Conformity /
149:2001+A1:2009 :
Nonconformity
Filtering half masks
- . - 2 0 Filtering half masks | fulfil requirements of
The face piece fiiting 2 0 should not have the standard EN
Head }mrn;sfs com.fort 7 0 imperfections related | 149:2001 + A1:2009
:ec]lérlt%/ e 2 0 to wearer’s given in 7.7
ield of vision acceptance
No imperfections

The subjects (MEG and MA) were able to complete the exercises and did not report any nuisance or problem with the mask.
| LabB

7.8 FINISH OF PARTS (EN 149:2001 + A1:2009 clause 8.2)

" Test Method: Described in Clause 8.2

REQUIREMENT RESULTS COMMENT
Parts of the device likely to come into contact with None of the specimens used in laboratory testing showed
the wearer shall have no sharp edges or burrs. Pass evidence of sharp edges or burrs while visual inspection

and performance tests.

| Lova
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ll9.] TOTAL INWARD LEAKAGE (EN 149:2001 + A1:2009 clause 8.5)

| ‘ Test Method: Described in Clause 8.5
\

REQUIREMENT RESULTS COMMENT

| | | The total inward leakage consists of three components: face seal leakage, exhalation value
| leakage (if exhalation value fitted) and filter penetration. For particle filtering half masks

- ; SRR : Classified as FFP3
w fitted in accordance with the manufacturer’s information. at least 46 out of the 50

individual results shall be not greater than: 25 % for FFP1, 11 % for FFP2. 5 % for FFP3 Pass .
and in addition at least 8 out of the 10 individual wearer arithmetic means for the total Detail refer to
inward leakage shall not be greater than: 22 % for FFP1, 8 % for FEP2. 2 % for FFP3 Annex II

Annex II-Test Result:
The test results obtained are given in the tables as follows

| . Head
{; ;‘Eect ]s\;?nge Cond. 1. Walk (%) ;.Igzd(;‘);j"/ Elgo/)down Talk (%)  |2. Walk (%) | Average (%)
§ 1 31 AR. 1.03 1.26 1.55 1.78 1.92 1,51
| 2 32 AR 100 1.51 1.49 1.82 2,03 1,57
‘ 3 33 AR. 1.37 1,44 1,77 2.01 1.97 1.71
N 4 34 AR. 1.24 2.00 1.55 1.64 1.78 1.64
z| 5 35 AR. 1.08 1.41 1,63 1,75 1,94 1,56
n 6 16 T.C, 1.23 1.55 1,69 1,74 1.88 1.62
5| 7 17 T 1.12 1,23 1.57 1.69 1.91 1.50
< 8 18 (A 1.21 1.5 1,68 1.82 1.9 1.64
E 9 19 T 2.02 1.45 1.67 1,71 1.97 1,76
o8 10 20 T.L 1,71 1.52 1,67 1.8 2,08 173
é—): 2 All 50 individua.l epfq‘cise results were not.greater than 5 % Pass (FFP3)
'-'DJ z L| At least 8 of 10 individual wearer arithmetic means were not greater than 2 %.
258
3
& § Test Face Length | Face Width | Face Depth | Mouth Width
z g Subject (mm) (mm) (mm) (mm)
g E o 1 117 155 130 60
P £HE 2 113 148 128 62
Z583 3 112 160 134 59
QoEu 4 115 148 125 61
B gég | 5 120 158 132 57
p ”g’g © ‘ 6 118 150 134 59
foSs 7 115 152 130 57
%gg_g 8 117 55 134 59
| 9 114 149 128 57
10 110 150 131 55

For Information Only

Lab B

DE
333
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|

.9.2 PENETRATION OF FILTER MATERIAL (EN 149:2001 + A1:2009 clause 8.11)

5 | s

| Test Method: Described in Clause 8.11
| F

: REQUIREMENT RESULTS COMMENT
1 1 Classification Max penetration of test aerosol
‘ ‘ NaCl test Paraffin oil test

95 1/min 95 1/min

Ymax Yomax Pass Detail refer to Annex IIIA and IIIB

‘ FFP1 20 20
‘ FFP2 6 6
h FFP3 1 1
|
|

Annex IIIA-Test Result:
| The test results obtained are given in the tables as follows:

; Penetration of Sodium Chloride in Requir . A £ Test Result
| No. of a accordance with EN 13274-7:2019 il o DO
a Sample Condition (%] accordance with EN' | Conformity /
!; e 149:2001+A1:2009 | Nonconformity
n 36 0.454 Passed
=1 37 As received 0.337
g 38 0.437 FFP1 <20 % Filtering half masks fulfil
5| 1 Simulated - 0.476 the requirements of the
2| 2 o el 0.468 FFP2 <6 % standard EN
2| 3 0,471 149:2001+A1:2009 given in
= E ‘ 10 Mechanical strength + 0,478 FFP3 <1 % 7.9.2 in range of the first,
8 8 11 Temperature 0.483 second and third protection
5o 12 conditioned 0.477 class (FFP1, FFP2.FFP3)
w =
@ % |
= ' Annex IIIB-Test Result:
& S The test results obtained are given in the tables as follows:
Z & No. of Condition Penetration of Paraffin Qil Mist in Requirements in Assessment of Test Result
ol | | Sample accordance with EN 13274-7:2019 accordance with EN | Conformity /
S ok i [%] 149:2001+A1:2009 | Nonconformity
= Flow rate
S 95 /min
o 3 39 0.653 Passed
a § g 40 As received 0,676
ﬁ: & B 41 0.496 FFP1 <20 % Filtering half masks fulfil
@ z 4 Simulated wearine 0.503 the requirements of the
L g‘ 5 —— S 0,498 FFP2<6 % standard EN
zZ5 6 0,501 149:2001+A1:2009 given
20 i 13 Mechanical Strength -+ 0.524 FFP3<1% in 7.9.2 in range of the first,
14 Temperature 0.533 second and third protection
15 conditioned 0.528 classes (FFP1, FFP2,FFP3)

Lab A+ B

Viah. Arif Ay Sk. No:16/3 Um
Alemdag V.D.: 892 061 8452
Mersis No: 0892061845200001
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CENTRO DI SERVIZIO DI ATENEO FEDERICA WEBLEARNING - DIDATTICA MULTIMEDIALE

UNIVERSITA DEGLI STUDI DI NAPOLI FEDERICO I

SEPN
UNIVERSAL

CERTIFICATION

[ 7.10 COMPATIBILITY WITH SKIN (EN 149:2001 + A1:2009 clause 8.4,8.5)

[?est Method: Described in Clause 8.4 and 8.5.

‘ REQUIREMENT RESULTS COMMENT

1 Materials that may come into contact with the No irritation or any other adverse effect to health or

| | wearer’s skin shall not be known to be likely to Pass sensitivity reported by the subjects during the practical
| |_cause irritation or any other adverse effect to health. performance and TIL tests.

! Lab B

7.11 FLAMMABILITY (EN 149:2001 + A1:2009 clause 8.6)

Test Method: Described in Clause 8.6

REQUIREMENT RESULTS COMMENT
The material used shall not present a danger for the wearer and shall not be of
highly flammable nature. When tested, the particle filtering half mask shall not
burn or not to continue to burn s after removal from the flame. Pass Detail refer to Annex IV

Annex IV-Test Result: The test results obtained are given in the tables as follows:

No. of Condition Visual inspection | Requirements in accordance Assessment of Test Result
Sample with EN 149:2001+A1:2009 Conformity / Nonconformity
45 . 0,0s Filtering half mask Passed
46 As received 00s shall not burn or not Filtering half masks fulfil
o1 ] 0.0s continue to burn for requirements of the standard EN
< Tempetl ature i more than 5 s after 149:2001 +
22 conditioned 0.1's removal from the flame A1:2009 given in 7.11
Lab B

7.12 CARBON DIOXIDE CONTENT OF THE INHALATION AIR (EN 149:2001 + A1:2009 clause 8.7)

Test Method: Described in Clause 8.7

REQUIREMENT RESULTS COMMENT
The carbon dioxide content of the inhalation air
(dead space) shall not exceed an average of 1,0 % Pass Detail refer to Annex V
(by volume)

Annex V-Test Result: The test results obtained are given in the tables as follows:

No. of | Condition CO: content of | An average CO- Requirements in Assessment of Test Result
Sample the inhalation content of the accordance with EN Conformity /
air [%] by inhalation air [%] 149:2001+A1:2009 Nonconformity
volume by volume
26 0.56 CO: content of the Passed
inhalation air shall Filtering half masks fulfil
2 As received 0.58 0.58 not exceed an requirements of the
average of 1,0% by standard EN 149:2001 +
28 0.61 volume A1:2009 given in 7.12
Lab B

Page 7/ 11
Alemdag V.D.: 892 061 ¢
Mereis No: 08920618452
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‘ 7.13 HEAD HARNESS (EN 149:2001 + A1:2009 clause 8.4, 8.5)

J Test Method: Described in Clause 8.4, 8.5

REQUIREMENT RESULTS | COMMENT
" ‘ The head harness shall be designed so that the
[ particle filtering half-mask can be donned and Pass No problem with the head harness reported by the wearers
? removed easily. during the practical performance test.

The head harness shall be adjustable or self-adjusting

and shall be sufficiently robust to hold the particle Pass No problem with the head harness reported by the wearers
‘ filtering half mask firmly in position and capable of during the practical performance test.

maintaining total inward leakage requirements for
‘ the device.
‘j | LabB

7.14 FIELD OF VISION (EN 149:2001 + A1:2009 clause 8.4)

Test Method: Described in Clause 8.4

|
ﬁ ‘ REQUIREMENT RESULTS COMMENT

" The field of vision is acceptable if determined There were no adverse comments following
'; so in practical performance tests. Pass practical performance tests.

1 Lab B

7.15 EXHALATION VALVE (EN 149:2001 + A1:2009 clause 8.2, 8.3.4, 8.8, 8.9.1)

Test Method: Clause 8.2, 8.3.4, 8.8, 8.9.1

REQUIREMENT RESULTS COMMENT
A particle filtering half mask may have one or more
exhalation valve(s), which shall function correctly in N/A No exhalation valve in tested samples.

all orientations.

If an exhalation valve is provided it shall be
protected against or be resistant to dirt and
mechanical damage and may be shrouded or may N/A No exhalation valve in tested samples.
include any other device that may be necessary for
the particle filtering half mask to comply with 7.9
Exhalation valve(s). if fitted, shall continue to
operate correctly after a continuous exhalation flow N/A No exhalation valve in tested samples.
of 300 1/min over a period of 30s.

When the exhalation valve housing is attached to the
face blank, it shall withstand axially a tensile force of N/A No exhalation valve in tested samples.
10N applied for 10s.

Firmatari: CALISE MAURO

Lab -

su Mah. Arif Ay Sk. No:16/3 Umraniy
Alemdag V.D.: 892 051 845
Mersis No: 0892061845200001
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‘1 7.16 BREATHING RESISTANCE (EN 149:2001 + A1:2009 clause 8.9)

Test Method: Described in Clause 8.9

REQUIREMENT RESULTS COMMENT
Classification Max permitted resistance (mbar)
Inhalation Exhalation
30 V/min 95 Vmin 160 1/min Pass Detail refer to Annex VIA-VIB
FFP1 0.6 2 3.0
FFP2 0.7 2.4 3.0
FFP3 1.0 3.0 3.0
Annex VIA-Test Result:
The test results obtained are given in the tables as follows:
Inhalation Resistance
No. of | Condition Inhalation Resistance (mbar)
| | Sample Flow rate Requirements in Flow rate Requirements in Assessment of
30 I/min accordance with EN 95 I/min accordance with EN Test Result
[mbar] 149:2001+A1:2009 [mbar] 149:2001+A1:2009 Conformity /
Nonconformity
42 0,53 1,53
43 As received 0,54 1,59
|44 0.53 FFP1 < 0,60 1.53 FFP1<2.10 Passed
| T Simulated 0.56 1,57 Qualiﬁes
8 wearing 0,54 FFP2 <0,70 1,52 FFP2 <240 FFP1, FFP2,
9 treatment 0,54 1.54 EFPR3
23 0.52 FFP3 <10 151 FFP3 <3.00
24 b 0.54 1.53
- conditioned = =
25 0.52 1,50
Exhalation Resistance
No. of | Condition Flow Facing | Facing Facing Lying | Lying | Requirements in Assessment of
Sample rate directly | vertically | vertically on on accordance with Test Result
upwards | downwards | the the EN Conformity /
left right 149:2001+A1:2009 | Nonconformity
side side
42 2,07 2,09 2,12 2,14 2,16
43 As received 2,10 2,12 2,15 2,18 2,20
44 2,09 2,11 2,14 2117 2,19 | FFP1<3.0 Passed
¥ Simulated 2,14 2:17 2,19 2:21 2,24 Qualifies
8 wearing 1601/min 2,19 221 2,23 2,25 2,27 | FFP2<3.0 FEPL, FFP2,
9 treatment 2,24 2,25 2,29 230 | 2.33 FFP3
23 2,09 2,12 215 2,17 | 2,18 | FFP3<3.0
g | P 2.14 2.16 2.20 222 | 224
gy | e 2.07 2.09 3,12 213 | 2.14
Lab A

A Vah. Arif Ay Sk. No:16/
Alemdag V.D.: 892
;

Mergis No: 0892061845200001
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} 1:17 CLOGGING (EN 149:2001 + A1:2009 clause 8.9, 8.10) ‘

‘ Test Method: Described in Clause 8.8, 8.10

{ REQUIREMENT RESULTS COMMENT |

| ‘ Valved particle filtering half masks: \
After clogging the inhalation resistances shall not

" exceed: FFP1:4mbar, FFP2:5mbar, FFP3:7mbar at ‘

r 95L/min continuous flow. The exhalation resistance NAs This is optional test and not desired by client. ‘

|

shall not exceed 3mbar at 160L/min continuous flow.
Valveless particle filtering half masks:

After clogging the inhalation resistances shall not ‘
} exceed: FFP1:3mbar, FFP2:4mbar, FFP3:5mbar at
; 95L/min continuous flow

Lab - i

7.18 DEMOUNTABLE PARTS (EN 149:2001 + A1:2009 clause 8.2) ‘

| Test Method: Described in Clause 8.2
|

|

‘ REQUIREMENT RESULTS COMMENT
1 | | All demountable parts (if fitted) shall be readily N/A No demountable part.
] connected and secured, where possible by hand

! Lab -

Pass Requirement satisfied.
NCR Requirement not satisfied. Refer to the “Result details” section for more information.
NAs Assessment not carried out.

N/A Requirement not applicable.

‘ Code | Laboratory Name Competency Explanations
| UNIVERSAL SERTIFIKASYON VE

Lab A 1 t i f Notified Bod
‘ ab GOZETIM HIZMETLERI TIC. LTD. STL Internal Laboratory Services of Notified Body
‘ GCNTR ULUSLARARASI

CENTRO DI SERVIZIO DI ATENEO FEDERICA WEBLEARNING - DIDATTICA MULTIMEDIALE

UNIVERSITA DEGLI STUDI DI NAPOLI FEDERICO II

Laboratory holds an accreditation by Turkish Accreditation
Agency with number AB-1252-T according to EN ISO/IEC
17025:2017.

; BELGELENDIRME, GOZETIM, EGITIM

\ VE DIS TICARET LIMITED SIRKETI

| KOCAELI DILOVA SUBESI

e The laboratories are contracted bodies with UNIVERSAL CERTIFICATION and the technical competence of
the laboratories is also under supervision / assessment of UNIVERSAL CERTIFICATION based on the
provisions of EN ISO/IEC 17065 Requirements for bodies certifying products, processes and services standard.

e  Each test result given in this test report shown with the issuing laboratory code. |

UNIVERSAL UYGUNLUK DEGERLENDIRME HiZM. ve TiC. A.S. Tathsu Mh. Arif Ay Sk. No: 15/3 Umraniye / ISTANBUL ~ T:+90 216 455 80 80 F:+90 216 45580 08 info@universalcert.com




UNIVERSAL

CERTIFICATION

‘ Sample Photo
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- End of Report -
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UNIVERSITA DEGLI STUDI DI NAPOLI FEDERICO I
CENTRO DI SERVIZIO DI ATENEO FEDERICA WEBLEARNING - DIDATTICA MULTIMEDIALE

Alemdag V.D.: 892 061
flersis No: 089206184
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MASCHERINE FACCIALI MONOUSO TIPO |l
TNT 100%PP - Made in Italy

- Mascherina chirurgica monouso

- Sistema filtrazione a 3 strati | TIPO |l

- Misure larghezza 17,5 cm - Altezza 10 cm
- Filtraggio >98%

- Marchio CE

CONFEZIONE DA:

20 BUSTINE
100 DA5PZ

CENTRO DI SERVIZIO DI ATENEO FEDERICA WEBLEARNING - DIDATTICA MULTIMEDIALE

RIEEaR120 2R 02 HEABDBR01123/02/2021

Firmatari: CALISE MAURO
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MEDI%@

SMALL

MEDASMALLPLUS
MASCHERINE FACCIALI MONOUSO 3 STRATI
TNT 100%PP - Made in ltaly
..~ -Mascherina chirurgica monouso
- Sistema filtrazione a 3 strati | TIPO I

- Misure larghezza 14 cm - Altezza 10 cm
- Filtraggio >98%
- Marchio CE

CONFEZIONE DA:

20 BUSTINE
100 DA 5 PZ 6 - 14 anni

CENTRO DI SERVIZIO DI ATENEO FEDERICA WEBLEARNING - DIDATTICA MULTIMEDIALE

RIEEaR120 2R 02 HEABDBR01123/02/2021

UNIVERSITA DEGLI STUDI DI NAPOLI FEDERICO II
Firmatari: CALISE MAURO
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MED1

MASCHERINE FACCIALI MONQUSO 3 STRATI
TNT 100%PP - Made in Italy

- Mascherina chirurgica monouso

- Sistema filtrazione a 3 strati | TIPO II

- Misure larghezza 17,5 cm - Altezza 10 cm
- Marchio CE

CONFEZIONE DA:

5 BUSTINE
50 DA 10

TNT 100%PP - Made in Italy

P10 OZHRDRHOCABDB

RO DI SERVIZIO DI ATENEO FEDERIC
RDBROSI2

- Mascherina chirurgica monouso
- Sistema filtrazione a 3 strati | TIPO |l

UNIVERSITA DEGLI STUDI DI NA

R - Misure larghezza 14 cm - Altezza 10 cm
@ - Marchio CE
Sing: CONFEZIONE DA:
: 50 | 5 BUSTINE |
DA 10 6 - 14 anni

TUTTI | PRODOTTI
ELENCATI SONO

Mo i Tialy
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100

TNT 100%PP - Made in Italy

- Mascherina chirurgica monouso

- Sistema filtrazione a 3 strati | TIPO II

- Misure larghezza 17,5 cm - Altezza 10 cm
- Marchio CE

- Personalizzabile con logo

CONFEZIONE DA:

20 BUSTINE

MASCHERINE FACCIALI MONOUSO 3 STRATI PERSONALIZZABILE .ME}]._l

—;

DA5 *MINIMO ORDINE: 1000PZ OO'

CENTRO DI SERVIZIO DI ATENEO FEDERICA WEBLEARNING - DIDATTICA MULTIMEDIALE

RIEEaR120 2R 02 HEABDBR01123/02/2021

Firmatari: CALISE MAURO
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MANICOTTI IDROREPELLENTI m_l

TNT 100%PP - Made in ltaly

- Utilizzo per la salavaguardia dell’igiene e la protezione personale
- Colore bianco | 30 gr
- Uso Generico

- Non sterile

- Marchio CE

CONFEZIONE DA:
2pz

MOSDPI

CUFFIA IDROREPELLENTE
TNT 100%PP - Made in Italy

IG - DIDATTICA MULTIMEDIALE

- Cuffia idrorepellente monouso
- Uso generico

- Prodotto non sterile

- Colore bianco | 30 gr

- Non sterile

- Marchio CE CONFEZIONE DA:

DERICO I

1pz

M12DP]

120 CZREDR-HENNBDBROR

ri: CALISE MAURO

NIVERSITA DEGLI STUDI DI NAPO

CENTRO DI SERVIZIO DI ATENEO FEDER

=

EOPRISCARPE IDROREPELLENTI
TNT 100%PP - Made in Italy

opriscarpe idrorepellenti monouso
SO generico

rodotto non sterile

S22 olore bianco | 30 gr

¥4I on sterile

’*?"-"“' archio CE

MONFEZ|ONE DA: TUTTI | PRODOTTI

ELENCATI SONO

‘%ﬁfﬁm 2pz M W 7 ]%

EE%I
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‘ COPRISTIVALI IDROREPELLENTI

TNT 100%PP - Made in Italy

- Copiristivali idrorepellenti monouso
- Uso generico

- Prodotto non sterile

- Colore bianco | 30 gr

- Marchio CE

CONFEZIONE DA:
2pz

M14DP]

CUFFIA INTEGRALE MONOQUSO
TNT 100%PP - Made in Italy

- Cuffia integrale idrorepellente monouso
- Uso generico

.- Prodotto non sterile

& - Colore bianco | 30 gr

% - Non sterile
Marchio CE

CONFEZIONE DA:
2pz |

A2 /02/2.024

CZRRDR-He

rmatari: GALISE MAURO 1

IVERSITA DEGLI STUDI DI NAPOLI FEDERICO II
NTRO DI SERVIZIO DI ATENEO FEDERICA WEBLEARNING - DIDATTICA MULTIMEDIALE

TUTTI | PRODOTTI
ELENCATI SONO

i
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TUTA MONOUSO IDROREPELLENTE

TNT 100%PP - Made in Italy
— —

CAMICE MONOUSO IDROREPELLENTE
TNT 100%PP - Made in Italy

- Tuta idrorepellente, traspirante, anti UV, antistatico

- Vita, polsi, e caviglie ealsticizzate per garantire una
buona tenuta e liberta di movimento

- Zip con patta protettiva

- Colore bianco | 30 gr

- Marchio _CE CONFEZIONE DA:
~ - Non sterile

1pz

MO/DPI

- Camice idrorepellente, traspirante
- Colore bianco | 30 gr

- Marchio CE

- Non sterile

L O/VULIZVUL L

ONFEZIONE DA:

1pz

RSITA DEGLI STUDI DI NAPOLI FEDERICO Il
RO DI SERVIZIO DI ATENEO FEDERICA WEBLEARNING - DIDATTICA MULTIMEDIALE

1240

atari: CALISE MAGRRO

TUTTI | PRODOTTI
ELENCATI SONO

S
e Madp in Jlady



MANTELLA COIFFEUR MONOUSO

50
pz

TNT 100%PP - Made in Italy

- Mantella monouso in TNT
- Colore bianco | 30gr/m2
- Uso generico

- Non sterile

CONFEZIONE DA:

M23DPI

KIMONO CON SPACCHI MONOUSO

TNT 100%PP - Made in ltaly

- Kimono con lacci ad uso protettivo
- Colore bianco |30gr/m2

- Uso Generico

- Non sterile

CONFEZIONE DA:

50
pz

140 0ZRRD2 HOIARPBROR123/02/2021

CENTRO DI SERVIZIO DI ATENEO FEDERICA WEBLEARNING - DIDATTICA MULTIMEDIALE
atari: CALISE MAURO

UNIVERSITA DEGLI STUDI DI NAPOLI FEDERICO I

IMONO CON LACCI MONOUSO
TNT 100%PP - Made in ltaly

MQmono con lacci idrorepellente, traspirante

wxree Jtilizzo per la salavaguardia dell'igiene e la protezione personale

Molore bianco | 30gr/m2

Zaiai Jso Generico

FeageNon sterile

%ONFEZK)NE DA: TUTTI | PRODOTTI

50
pz

ELENCATI SONO

Made in Jint)y

|

M1/DPI
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MASCHERINE LAVABILI E PERSONALIZZABILI

MASCHERINA SAGOMATA LAVABILE \

100% CO - Made in ltaly

- Mascherina Protettiva doppio strato sagomata.

- Lavabile, ipoallergenica, sanificabile e riutilizzabile.
- Design Elegante e Trendy

- Qualita di finitura e comfort eccezionali

CONFEZIONE DA:

1pz

DIDATTICA MULTIMEDIALE

‘ MASCHERINA SAGOMATA LAVABILE STAMPATA
100% PL - Made in Italy

- Lavabile idorepellente antiasettico , sanificabile e riutilizzabile.
- Design Elegante e Trendy

- Qualita di finitura e comfort eccezionali

- Disponibile in colore bianco e con stampa personalizzata.

RICA WEBLEARNING
123/02/2021
\

”

CALI

N
- {PRODOTTO PERSONALIZZABILE v

atari

NIVERSITA DEGLI STUDI DI NAPOLI FEDERICO I
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MASCHERINE LAVABILI E PERSONALIZZABILI

MASCHERINA PLISSE LAVABILE \

100% CO - Made in ltaly

- Mascherina Protettiva doppio strato sagomata. |

- Lavabile, ipoallergenica, sanificabile e riutilizzabile. }
- Design Elegante e Trendy

- Qualita di finitura e comfort eccezionali

CONFEZIONE DA:

000 ¢
{ MASCHERINA PLISSE LAVABILE STAMPATA

100% PL - Made in Italy

- Lavabile idorepellente antiasettico , sanificabile e riutilizzabile.
rovorro | C‘ - Design Elegante e Trendy

/- Qualita di finitura e comfort eccezionali

- Disponibile in colore bianco e con stampa personalizzata.
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B RT L M U 01 Protezione da Agenti Chimici CONFEZIONE DA:

TUTA PROTETTIVA . TYPE 5'B IB'B Chemicals Protection

1pz

Protezione da Agenti

Infettivi

Pathogenic Organisms Protection
EN 14126:2003+AC:2004

Protezione da Particelle
Solide - Type 5-B

Hazardous Dry Particles
Protection Type 5-B

EN ISO 13982-1:2004+A1:2010

Protezione Limitata da Schizzi
di Sostanze Chimiche Liquide - Type 6-B
-\° Lightly Sprayed Particles

\/ Protection Type 6-B
EN 13034:2005+A1:2009

D.P.l. monouso

DA NON RIUTILIZZARE!

Disposable PPE, DO NOT REUSE !

NO STERIL / NON STERILE 2163

TAGLIE
PETTO
CHEST 92-100cm 100-108cm 108-116cm 116-124 cm

168-176 cm 174-182cm 180-188 cm 186-194 cm

DISPOSITIVO MEDICO E DPI DI CATEGORIA IlI
NON STERILE

Protezione da Agenti
—~ Infettivi
CAMICE PROTETTIVO - TYPE G'B é‘% Pathogenic Organisms Protection 1pZ
EN 14126:2003+AC:2004

Protezione Limitata da Schizzi
di Sostanze Chimiche Liquide - Type 6-B
\° Lightly Sprayed Particles

Protection Type 6-B

EN 13034:2005+A1:2009

— e > D.P.l. monouso
@ DA NON RIUTILIZZARE!

Disposable PPE, DO NOT REUSE !
NO STERIL / NON STERILE

CENTRO DI SERVIZIO DI ATENEO FEDERICA WEBLEARNING - DIDATTICA MULTIMEDIALE
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UNIVERSITA DEGLI STUDI DI NAPOLI FEDERICO II
Firmatari: CALISE MAURO

TAGLIE
SIZES

LUNGHEZZA

LENGHT 115
POLSO

WRIST 3 3’5
LUNGHEZZA MANICA

SLEEVE LENGHT

60
S I Z E T 19,5 < €
150

LARGHEZZA

WIDTH 21 63

Made in

Aurkiye




BRKAP-01

oA Organisms Proteciion COPRICAPO PROTETTIVO - Il CLASS

EN 14126:2003+AC:2004

Protezione da Agenti

Protezione da Particelle
Solide - Type 5-B

Hazardous Dry Particles
Protection Type 5-B

EN IS0 13982-1:2004+A1:2010

di Sostanze Chimiche Liquide - Type 6-B

; Protezione Limitata da Schizzi
L Lightly Sprayed Particles

Protection Type 6-B
EN 13034:2005+A1:2009

D.P.l. monouso - \
DA NON RIUTILIZZARE! ]

Disposable PPE, DO NOT REUSE !
NO STERIL / NON STERILE

A\
e 11
D 14.5
SIZE crconerence. BEY LY C €
21

Lcal
2163

TAGLIE
SIZES

SHOELACE

DISPOSITIVO MEDICO E DPI DI CATEGORIA IlI
NON STERILE

BRSCVR-01

% ' oA Organisms Proteciion COPRISTIVALI PROTETTIVI - Il CLASS

Protezione da Agenti

EN 14126:2003+AC:2004

Protezione da Particelle

Solide - Type 5-B

Hazardous Dry Particles

Protection Type 5-B s
EN ISO 13982-1:2004+A1:2010 — —

Protezione Limitata da Schizzi
di Sostanze Chimiche Liquide - Type 6-B g
Lightly Sprayed Particles

~\°
\/ Protection Type 6-B
EN 13034:2005+A1:2009
D.P.I. monouso
DA NON RIUTILIZZARE!

Disposable PPE, DO NOT REUSE !
NO STERIL / NON STERILE

-
ONE 58 S —
;
BASE c€
SIZE s

UNIVERSITA DEGLI STUDI DI NAPOLI FEDERICO I
CENTRO DI SERVIZIO DI ATENEO FEDERICA WEBLEARNING - DIDATTICA MULTIMEDIALE
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ESA BY B 5 0 Protezione da Agenti CONFEZIONE DA:

TUTA PROTETTIVA - TYPE 3-B /4-B Y | ——

EN 14126:2003+AC:2014
* 1pz

- < Protezione contro i

{ ) § prodotti Spry

1 a8 | S+ J | Protection against i Spry products
W A, EN 14605 TYPE 4

~ )

Il y \ ¢ | | Prote ione contro i
f P\ o Liquidi
f A e NI Protection against Liquids
b ol N EN 14605 TYPE 3
E=R | T’ :‘ A ol B ==} \
1 B b
i &\‘f Attenuazione della carica

elettrostatica
Charge attenuation electrostatic
EN 1149-3

i B
%
{ g @ DA NON RIUTILIZZARE! c €

Disposable PPE, DO NOT REUSE !
\ NO STERIL / NON STERILE 2163

TAGLIE
= I I I T

#HA 96cm 100cm 104cm 108 cm

LEl f94cm 199cm 204cm 209 cm

[Protezione da Agenti Chimici c°N FEZI ON E DA:

Chemicals Protection

TYPE 5-B/ 6-B PROTECTIVE SUIT
TUTA PROTETTIVA TYPE 5-B / 6-B

1pz

EN 14126:2003+AC:2004

l =;~
Protezione da Agenti
Infettivi
Pathogenic Organisms Protection

Protezione da Particelle
Solide - Type 5-B

Hazardous Dry Particles
Protection Type 5-B

EN ISO 13982-1:2004+A1:2010

~=

Protezione Limitata da Schizzi
di Sostanze Chimiche Liquide - Type 6-B
Lightly Sprayed Particles

Protection Type 6-B
EN 13034:205+A1:2009

-\
' Attenuazione della carica
| elettrostatica
Charge attenuation electrostatic
’ \/ EN 1149-3

CENTRO DI SERVIZIO DI ATENEO FEDERICA WEBLEARNING - DIDATTICA MULTIMEDIALE
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Firmatari: CALISE MAURO

2163

D.P.I. monouso

DA NON RIUTILIZZARE!
Disposable PPE, DO NOT REUSE !

NO STERIL / NON STERILE
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CENTRO DI SERVIZIO DI ATENEO FEDERICA WEBLEARNING - DIDATTICA MULTIMEDIALE

RIEEaR120 2R 02 HEABDBR01123/02/2021

Firmatari: CALISE MAURO

o)
Q
o4
T
o)
L
LL
o
0
o
<
Z
a
&)
o)
'_
()
o
Q
L
a
<
=
7]
i
W
>
z
=)

www.dressecompanymed.it

DRESS & COMPANY s.r.l.
Via Saverio Baldacchini, 6 - 80044 Ottaviano (NA)
- C.F. &Plva: 05433931218 N°Rea (4): 753496 - SDI: G7Q6SP)J
Tel. & Fax: 081.8271345 | 081.3385965
e-mail: ordini@dressecompanymed.it | pec: dresscompanysri@pec.it




